( Tip - Rails should be slightly shorter
than the length and width of your bath )

sTape up area with masking tape

* Mark & drill holes using an 8mm
masonry drill- ||

* Add rawplugs & fix bracket to tiled
wall
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+ Clean the inside of the tubes and also the elbow
piece with a dean cloth. Note - Take Care there §7
may be sharp metal exposed at the ends. Z
Take the metal glue provided and add a moderate
amount to the inside of each tube. Push the tube
ends over the elbow and leave to set for 10 minutes.

» Hold the L shaped rail up against the two walls as per Diagram 1 and mark the
position of the point where the long tube touches the wall on your newly marked
horizontal line with a pencil “a”.

Note. You will need an 8mm masonry drill bit to go through your tiles W Ensure roif is lavel and straight

* Mark new bracket and repeat

» Fix masking tape to the area where you will fix the first bracket and carefully S bove proradane Heh B vl i
mark and drill the three holes, then add the rawplugs and fix bracket to wall. place

» Insert assembled rail into the wall bracket "a” then check that the rail is level "y “a”
using a spirit level and mark position of the second bracket “h”. \/7

= Carefully mask the tile off, drill the holes and add the rawplugs. X
« Slide remaining bracket onto the shorter rail and then push the opposite end of &

the rail into bracket *a”. Slide second bracket to wall and fix *b”. And tighten up

the retaining grub screws on the brackets. Your rail is now completed.
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