» Push the "T " pieces onto the 1m long tubes at this stage "d’

» Clean the inside of the tubes and also the elbow piece with
a clean cloth. Note - Take Care there may be sharp =7
metal exposed at the ends. Take the metal glue and add

a moderate amount to the inside of each tube. Push the
tube ends over the elbow and leave to set for 10 minutes.
Note - | eave on a flat surface to for the glue to dry.

* Measure and cut the vertical ceiling supports “¢” so as you get a 190cm drop from the
rails horizontal to the bottom of the bath,

Note. If not screwing into a joist it is advisable to brace your ceiling behind the
plasterboard to ensure a solid fit.
You will need an 8mm masonry drill bit to go through your ceiling plasterboard

» Fix masking tape to the area where you will fix the brackets ™" on your ceiling. Carefully

mark and drill the six holes for the brackets, then add the rawplugs and fix ceiling
brackets “c"” to the ceiling.

» Insert assembled rail into ceiling brackets _"¢” then check that the rail is level using a
spirit level.

» Reassemble the rail on to the ceiling and fix using the allen screws provided.

= Tighten all allen screws on all brackets and "T" piece with the allen
key provided te finish your installation.

Vertical
ceiling
adapter

—

sTape up area with masking tape

* Mark & drill holes using an 8mm
masonry drill

* Add rawplugs & fix bracket to tiled

wall |
7 8
i

"c™ Ceiling fixings

MNote. you may need to
brace your ceiling
behind the
plasterboard

before fixing.

* Ensure rod is level and straight

* Mark new bracket and repeat
above procedure then fix rail in
place
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