* Measure up om me Inside pase of the Datl) approxXimarely 19w oy and

make a horizontal pendil line where you would like bracket “a” to be positioned.
This should be approx 10cm in from the edge of the bath or in-line with the lip.

(This is so the rail and curtain fit perfectly as shower
curtains are normally 180cm drop from shower rail) Ve

: : 5 alignment
« Fix masking tape to the area where you will fix bracket “a” marks

and carefully mark, drill and fix the bracket with the screws and  her=x
rawplugs supplied.

« Insert "swivel joint” into curved end of rod and push wall
bracket “b" onto the opposite end of rail.

= Now push the "swivel joint” into wall bracket "a” to see WhEFE' your next

bracket will need to be mounted on the opposite wal[ "b". Make sure bracket "b"”

is sitting flat to the wall and is level with bracket “a”. Mark, drill and rawplug.

With rail in situe mark rail and swivel bracket with an atignment mark. Remove rail
from wall and add glue as per picture - re assemble and align marks. Allow to dry.

« Slide bracket “b"” onto the rail and offer the rail up to the wall and push
"swivel joint" into wall bracket “a". fix bracket “b" into position.

« Tighten the allen screws on both brackets and swivel with the allen key provided.

* Ensure rod is level and straight
* Mark new bracket and repeat
above procedure then fix rail in
place
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